While the Standard Model has been remarkably successful in describing weak interactions between leptons, leptons and hadrons, and in the flavor-changing decays of hadrons, it has been difficult both experimentally and theoretically to test the Standard Model of the weak NN interaction. Since strong and electromagnetic amplitudes dominate at low energies, investigations are limited to parity-odd (PV) observables where weak currents must play a role. At low energies these processes are best described by an effective meson theory [2, 3] , where light virtual mesons such as the pion, rho, or omega are exchanged between nucleons. The PV NN interactions can then be characterized by six weak meson exchange amplitudes: superscripts refer to the isospin carried by the exchange meson.
In the meson exchange model of weak nucleon-nucleon (NN) interactions, the exchange of virtual mesons between the nucleons is parameterized by a set of weak meson exchange amplitudes. The strengths of these amplitudes from theoretical calculations are not well known, and experimental measurements of parity-violating (PV) observables in different nuclear systems have not constrained their values. Transversely polarized cold neutrons traveling through liquid helium experience a PV spin rotation due to the weak interaction with an angle proportional to a linear combination of these weak meson exchange amplitudes. A measurement of the PV neutron spin rotation in helium would provide information about the relative strengths of the weak meson exchange amplitudes, and with the longitudinal analyzing power measurement in the p + α system, allow the first comparison between isospin mirror systems in weak NN interaction. An earlier experiment performed at NIST obtained a result consistent with zero: apparatus using a superfluid helium target to increase statistics and reduce systematic effects in an effort to reach a sensitivity goal of 10 -7 rad/m.
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One PV observable is the effect of the weak interaction on neutrons passing through matter, which is analogous to the optical rotation of polarized photons traveling through a "handed" medium [5] . A propagating neutron experiences a transverse rotation of its spin vector about its momentum axis-an effect which manifestly violates parity. The index of refraction of a medium in terms of the coherent forward scattering amplitude f(0) for a low-energy neutron [6] is (1) where k n is the incident neutron wave vector and ρ is the medium density. For zero nuclear spin media (e.g., 4 He), the coherent forward scattering amplitude is the sum of two terms: a parity conserving (PC) term ( f PC ) that contains strong, electromagnetic, and weak interaction contributions, and a PV term ( f PV ) that contains only weak interaction contributions. The parity-odd f PV is proportional to σ σ n ⋅ k n (σ σ n is the neutron spin vector) and so has opposite signs for (+) and (-) helicity states. Thus the indices of refraction of a medium for neutrons of opposite helicity states will differ.
As a neutron propagates through a medium, it accumulates different phases for its helicity states:
) and φ PV = 2πρ z f PV . Since a transversely polarized neutron is a linear combination of helicity states, it accumulates a phase difference as it propagates through a medium: (2) While φ PC contributes an overall phase factor dependent on f PC , φ PV produces a rotation of the neutron spin vector about the momentum axis. This is the parityviolating neutron spin rotation:
This spin rotation can also be given in terms of the weak meson exchange amplitudes; for 4 He, the calculated PV neutron spin rotation [7] is:
The isospin mirror system of n + α is p + α, and its PV observable is the longitudinal analyzing power of polarized protons in helium (A L (p,α)). It has been measured measured and is given in terms of the weak meson exchange amplitudes [8] : (5) Combining Eq. (4) and (5) yields an expression for the isovector pion exchange amplitude in terms of the other amplitudes and the PV observables:
Hence, a measurement of ϕ PV (n,α) when combined with the measurement of (A L (p,α), can provide an important constraint on f π .
In order to measure ϕ PV (n,α), a neutron polarimeter 2 is used which employs a crossed polarizer and alternating analyzer system. Between the polarizer/analyzer pair are two target chambers that are immediately upstream and downstream of a centrally-located solenoid, called a π-coil. One of the chambers is filled with liquid helium and the other is empty, although the contents of each can be remotely filled or emptied, so that two target states are possible. The field of the π-coil is aligned in the direction of the initial neutron polarization (x direction) and is constructed so that when a neutron passes through it, its spin vector precesses 180° around the x axis. The analyzer is configured to modulate between the + ŷ and -ŷ directions. As a neutron beam travels through the polarimeter along the ẑ direction (Fig. 1) , the neutrons are initially polarized in x direction, pass through the front chamber, the π-coil, the back chamber, the analyzer, and into a segmented 3 He ionization chamber detector [9] that measures the count rate associated with each analyzer state, N + and N -respectively. The neutron spin rotation is related to the count rate asymmetry [1] by:
Unfortunately, the (PC) Larmor precession of a typical cold neutron (5 Å) due to the Earth's magnetic field is approximately 10 rad/m, while ϕ PV (n,α) as calculated using the DDH "best values" is only (-0.1±1.15) × 10 precession reverses the ŷ component of the neutron spin for rotations that occur in the front target. By modulating between target states, the ŷ component of the PV spin rotation reverses sign, but target-independent PC rotations remain unaffected (to the extent that the helium does not alter the path length of the neutrons). Subtracting the measurements of the two target states eliminates the target-independent PC rotations and doubles the size of the PV signal.
All target-dependent PC rotations scale with the strength of residual fields, so they can be suppressed by reducing the background fields in the target region. These effects include the diamagnetic and optical potential differences between full and empty targets, as well as path length differences due to small-angle neutron scattering in liquid helium. The segmentation of the detector along the beam axis allows for a check on PC rotations, as the measurement of the rotation signal is a function of neutron energy: the PV rotation angle is independent of neutron energy [7] , while PC rotations arising from residual fields scale as the inverse of neutron speed.
In order to suppress noise due to reactor power fluctuations (on the order of 1 %), the neutron beam and targets are split into separate left and right sides (Fig. 2) . The four chambers are filled in a pattern that ensures that the ŷ component of the PV spin rotation in one sub-beam is opposite to that of the other subbeam. The segmented 3 He ionization chamber measures left and right side count rates independently, so by comparing the count rates from both sides, reactor power fluctuations can be eliminated from the signal.
The previous measurement [1] of ϕ PV (n,α) at the NIST Center for Neutron Research reached a sensitivity that was within a factor of 2 of the precision needed to provide new information about f π . The experiment was limited to about 12 days of data due to mechanical problems with the cryostat that surrounded the liquid helium targets, in addition to the relatively long fill and drain times (approximately 30 s to fill and 120 s to drain) of the target chambers needed to switch between polarimeter states, compared to the 600 s data acquisition time for any given polarimeter state.
Currently, the cryostat is being rebuilt and upgraded to allow the use of superfluid helium, which is denser than normal liquid helium and will increase the size of the PV neutron spin rotation by 20 %. Superfluid helium does not support the formation of bubbles within the target chambers, and more importantly, the smallangle neutron scattering cross-section of superfluid helium is smaller than normal liquid helium by a factor of 5 [11, 12] . This will reduce systematic uncertainties associated with small-angle scattering to the level of 10 -8 rad/m. Additionally, the targets have been redesigned so that the drain time is reduced (estimate 30 s to 60 s to drain), and this should increase available statistics by 10 % to15 %.
Since target-dependent systematic effects scale with the strength of the residual axial magnetic field, reduction of those fields are crucial. Previously, two coaxial shields built from Co-netic AA 3 alloy along with field offset trim coils surrounding the cryostat reduced the residual magnetic fields in the target region to less than 1 nT. The addition of a third coaxial shield built from Cryoperm 10 alloy and positioned inside the cryostat could further decrease residual magnetic fields in the target to less than 0.5 nT. This will reduce the size of all target-dependent PC systematic uncertainties to the level of 10 -8 rad/m or less. Finally, the NIST cold source has been upgraded since the last measurement, and beam fluence for the new experiment will be increased by a factor of approximately 1.5 [13] .
We plan to finish upgrades on the polarimeter and move the apparatus back to NIST for a second run in 2005. Expecting to collect a much larger data set, we anticipate a precision of measuring ϕ PV (n,α) during the upcoming run on the order of 1 × 10 -7 rad/m, which is an improvement of a factor of 5 over the previous measurement.
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